                       The offer of SPE “Econika”
The automated ozonotherapeutic installation "Bozon" was produced, the manufacturer of software of "Econika", Odessa, has the Ukrainian and European certificates.  

It is the device of new generation, the most perfect in comparison with other manufacturers, and it has no analogues in the world.

This device makes an ozone-oxygen mixture for the medical purposes with concentration of ozone in gas to 120,0 mg/l, power consumption to 100 watt, the speed of a gas stream on an exit from 0,1 to 2,0 l/minutes, it is supplied by the built in flowing measuring instruments of ozone in gas and a liquid that gives the chance maintenance of concentration of ozone in a saline solution during procedure carrying out. That is unattainable for other manufacturers of medical ozonizers.

  Releasing of procedures is carried out from a menu mode. Work of the medical personnel consists in a choice of a kind of procedure and in a choice of a dose of ozone. All other operations on procedure preparation are spent automatically under control of the program. Releasing of procedures of intravenous introduction of the ozonized saline solution is carried out on belonging SPE "Econika" of unique technology from special modules. The installation complete set additional modules and adaptations is possible: peristaltic pump for carrying out major autohemotherapy with ozone "BAGTO-LASER", ear-phones for ozone insufflation in ear pass of "Bozon-LoR", the device for inhalation water-oil solutions of ozonides "Bozon-InGa", vaginal insufflations VIN-100.

The small sizes and modern design give the device a chance to be used in any medical institutions and also cosmetic and SPA-centres.

Family "Бозон" devices support the European standard of procedures of ozonetherapy and have the European certificate of quality   
[image: image1.jpg]





Ozone therapeutic device "Bozon-N+"

Complete set:
Generator of ozone - oxygen mixtures (OOM) with the built-in measuring device of the OOM expense and measuring device of ozone concentration in OOM.
The device is equipped by the measuring device of ozone concentration in water. Productivity of the device is 6 g/hr.
Concentration of ozone at the outlet is from 01 to 120 mg/l. It consists of three modules for ozonization of the saline solution and module for preparation of the ozonized distillate; a device for ozonization of oils and taking the ozone-oxygen mixture in a syringe during conduction of small autohemotherapy; one-time plastic bag for conducting skin application; a set for rectal insufflation
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Ozone therapeutic device "Bozon-N+color"

Complete set:
Generator of ozone - oxygen mixtures (OOM) with the built-in measuring device of the OOM expense and measuring device of ozone concentration in OOM.
The device is equipped by the measuring device of ozone concentration in water. Productivity of the device is 6 g/hr.
Concentration of ozone at the outlet is from 01 to 120 mg/l. It consists of three modules for ozonization of the saline solution and module for preparation of the ozonized distillate; a device for ozonization of oils and taking the ozone-oxygen mixture in a syringe during conduction of small autohemotherapy; one-time plastic bag for conducting skin application; a set for rectal insufflation,

Generator has the color LCD-display and guided by the remote control.

Ozone therapeutic device "Bozon-NK"
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Complete set:
The automated work place (AWP) of ozone therapist, with the local information-reference system of ozone therapist (IRSO).
IRSO has the databases of hospital case histories, autoindications and literature
on ozone therapy. The device is equipped with the measuring device of concentration
in water. Productivity of the device is 6 g/hr. Concentration of ozone at the out let is from 0.1 to 120 mg/l. It consists of three modules for ozonization of the salin solution and module for preparation of the ozonized distillate; a device for ozonization of oils and taking the ozone-oxygen mixture to the syringe during conduction of small autohemotherapy; one-time plastic bag for conducting skin application; a set for rectal insufflation. 
Module "Bozon MOD"                
MOD - for preparation of the ozonized distilled water. The module has the built-in gauges of concentration of ozone in water.
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Module "Bozon MOS" 
MOD - for preparation of the ozonized saline solution. The module has the built-in gauges of concentration of ozone in saline solution.
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MOO for preparation of the ozonized oil. 

Module "Bozon-LOR"
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Complete set:
The Module "BOZON-LOR" is a device for ozone therapy of otitis, maxillary sinusitis by a method of ozone application inside the ear by catalytic destructor of ozone. It allows to make application of ozone- oxygen mixture inside the ear at high concentration (10-100mg/l) without air pollution of a premise by ozone. It is applied for treatment of an otitis, an antritis.

Module "Bozon-INGA"
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Complete set:
The Module "BOZON-INGA" is intended for inhalation of ultrasonic hydrosol of ozonides. It is applied for treatment of bronch-pulmonary system.
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Module "Bozon-BAGTO-LAZER"

Complete set:
The Module "BOZON-BAGTO-LAZER" is an automated device for carrying out major autohemotherapy. There is a reverse peristaltic pump with the executive mechanism of cam type and a microprocessor control system. The application of the module "BOZON-BAGTO-LAZER" considerably (up to four times) reduces time of conducting the procedure. It sharply reduces traumatism of BAHT procedures due to the use of a 0.7 mm needle for taking blood. The device has the built-in regulator of blood flow velocity, the timer and safety system preventing the possibility of air breakthrough into the vein during reinfusion of the ozonized blood. It is protected by patents.

Module "Bozon-SNEG-3"
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Complete set:
The Module "BOZON-SNEG-3" is intended for strengthening of salin effect and controling painful reactions in patients during hypodermic injections of OOM by means of the combined influence of cold analgesia and influences of microcurrents. During tests it has shown a possibility of sharp increase in ozone concentration in hypodermic injections without strengthening pain of an injection. It is protected by patents of Ukraine and Russia.

Module "Bozon-PORT"
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Complete set:
The Module "Bozon PORT " incorporates the valve from the ozone-resistant material allowing to fill a syringe with OOM quickly that substantially simplifies hypodermic injections of OOM. Stability of OOM concentration is achieved by a constant purging through the module, surplus of OOM gets into the destructor.

Internet – ISSO                                                                                                                  The program of the automated workplace of the doctor-ozonetherapisis (ISSO).

Disposable vaginal insufflator VIN-100
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The indications for vaginal insufflations used in the gynecology are acute and chronic inflammatory diseases of female pudendum: 

- colpitis (bacterial, trichomonas, candidosis)                                                                                           - bacterial vaginitis                                                                                                                               - cervicitis                                                                                                                                             - salpingooforit                                                                                                                                     - metroendometritis                                                                                                                            - pelviperitonitis                                                                                                                                 - algodismenorrhea                                                                                                                            - climacteric syndrome                                                                                                                                 - virus diseases of genitals (genital herpes, human papilloma virus)                                                                                                                                    - diseases transmissible by genital tracts - preoperative sanation of vagina

The use of vaginal insufflations of ozone and oxygen mixture combines a high efficacy in relation to the most widespread vaginal infections causative agents, it limits antibacterial and other medicamental load on the organism. These procedures render as a local therapeutic action as a general systemic action on the organism.

Considering high ozone absorbability by vagina mucous membrane during running vaginal insufflations of ozone and oxygen mixture the systemic result of ozone therapy is realized. This allows to advice vaginal insufflations as alternative to a major autohemotherapy and parenteral introduction of ozonized saline solution during the treatment of various kinds of extragenital pathology.


The insufflator VIN-100 is delivered in sterile packaging and only of disposable use. 


The article structure doesn’t guarantee the safety of its reuse, even if used for the same patient, because of possibility of pathogenic flora reproduction inside the barrel of the insufflator plastic encapsulation.

Cream for face
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-It prevents the emergence of wrinkles and makes them less visible for 63% after 2-weeks use

-It improves the skin color of face and removes pigmentation

-It restores the structure of the skin and improves the metabolism of cells

-It stimulates the protective functions of epidermis

-It supports the natural balance of the skin

-The sixth system of cream packing foresees the mixing of components with one’s own hand by a user for activation of their action directly before use, in order to keep the components of the cream, to get the maximal effect and to ensure the best result.

Components:

-The unique complex of natural ozonides

-The effective –vegetable complex with an extract of chamomile, calendula, aloe vera

Directions for use:

To put in the horizontal position to the palm of the other hand, to squeeze the components of the cream from two batcher in turn, to mix and to spread the thin coating to the carefully cleaned skin of the face with massage movements. Having increased a dose 2:1 natural ozonides -You receive a cream-mask

Use in mornings and in evening.

Stratification of components is supposed 

The treatment for care of the mouth cavity 
OzonoVita Denta
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It possesses the expressed contra inflammatory action and contra infectious effect.

It renders the tissue strengthening, astringent and blood restoring influence.

It improves the gum conditions, also promotes the forming of local immunity.

It prevents the formation of tooth fur.

Indications:

Periodontitis

Gingivitis

Prophylactic of caries

Directions for use:

Put to the hard tooth-brush, get a quantity of the remedy and rub in the gum.

If there is pocket gingival, rub in the field of the contact of furs and a tooth.

Components:

-The unique complex of natural ozonides

-The neutral carrier

Set for rectal or vaginal injection pure ozonides Bozon-RVPO 600
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Components: The unique complex of natural ozonides - 4 ml . Peroxide number 600
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Pure ozonides oil, 25 ml:

OzonoVita medium, Peroxide number 400   
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OzonoVita Forte, Peroxide number 800                                                                         
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OzonoVita SuperForte, peroxide number – 1200
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Complete set for major autohemotherapy.
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Complete set for rectal ozonetherapy.
Price for Bozon devices and auxiliary devices,

accessories and material.
	
	Price

	Ozone therapeutic device "Bozon-N+"
	4170 $

	Ozone therapeutic device "Bozon-N+color"
	4560 $

	Ozone therapeutic device "Bozon-NK"
	5000 $

	Ozone therapeutic device "Bozon-NKweb"
	5400 $

	Module MOD for preparing ozonized water
	200 $

	Module MOS for preparing ozonized saline solution
	150 $

	Module MOO for preparing ozonized oil
	100 $

	Module "Bozon-LOR"
	100$

	Module "Bozon-INGA"
	490 $

	Module "Bozon-BAGTO-LAZER"
	1220 $

	Module "Bozon-SNEG-3"
	810 $

	Module "Bozon-PORT"
	100 $

	Internet – ISSO2
	250 $

	Complete set for rectal ozonetherapy
	2 $

	Complete set for vaginal ozonetherapy “Bozon-VIN-100”
	12 $

	Destructor ozone for carrying out of procedures in which are used Bozon-VIN-100”
	25 $

	Complete set for autohemotherapy major
	3 $

	Pure ozonides oil 25 ml: OzonoVita Medium peroxide

 number = 400
	5 $

	Pure ozonides oil 25 ml: OzonoVita Forte peroxide 

Number = 800
	10 $

	Pure ozonides oil 25 ml: OzonoVita  SuperForte peroxide number = 1200
	14 $

	Treatment for cure illnesses of gums  OzonoVita-Denta 30ml 
	25 $

	Treatment for cure treatment of illnesses of gums  OzonoVita-Denta 100ml
	65$

	Face cream OzonoBella 30 ml
	35 $

	Cosmetic  balm OzonoBella, 100ml
	70$

	Shampoo for hair OzonoBella 275ml
	6$

	Mask for hair OzonoBella 30ml
	10$

	Gel for a body OzonoBella 275ml
	6$

	Set for rectal or vaginal injection pure ozonides “Bozon- RVPO-600”
	3 $


Why Bozon? Advantages of devices of family Bozon.

	Technical characteristics ozonetherapeutical device Bozon

	Kinds of supported procedures
	Major autohemotherapy, minor autohemotherapy, intravenous infusion, ozonated saline solution, preparing of ozonated water and ozonated oil, rectal and vaginal insufflation, application ozone on skin hand and foot, subcutaneous injection of ozone.

	Way of installation of initial parameters (concentration of ozone in gas, an ox or a physiological solution, speed of a stream of gas, volume and procedure time)


	Digital from the built in keyboard or the remote panel.

	Way of measurement of concentration of ozone in gas and water


	UV- photometric

	Way of measurement of the expense and pressure of gas
	semi-conductor differential manometers

	Stabilization of parameters of procedure
	program

	Range of concentration of ozone in an ozone-oxygen mix


	0.5 – 120 mg/litre

	Relative error of measurement of concentration of ozone in an ozone-oxygen mix
	<10%

	Range of concentration of ozone in water
	0.5-30 mg/litre

	Relative error of measurement of concentration of ozone in an ozone-oxygen mix
	<10%

	Range of speed of a stream ozone-oxygen on a device exit


	0.1 – 2 litre/ min

	Relative error of measurement of speed of a stream of an ozone-oxygen mix
	< 10%

	Productivity of the device gramm/hour
	>8 gramm/hour

	Pressure of oxygen upon a device input
	0,15-0,2 mPa

	Service life of a reactor of the generator of ozone
	> 10000 hour

	Power consumption
	<150 watt

	The sizes of the device
	350*110*450

	Weight of device
	8 kg


	Functional and metrological, advantages ozonetherapeutical device  Bozon

	Kind of ozonetherapy procedure
	Feature of Bozon-N device
	Features of the best world samples of devices for ozonetherapy

	
	Metrology
	automation
	metrology
	automation

	Major autohemotherapy 
	conc.O3
in gas
	full
	full
	full
	full

	
	doze O3
	Full


	full
	Manual calculate
	none

	
	blood
	Blood sampling


	
	
	

	
	
	Blood returning
	
	
	

	Ozonated saline solution
	conc.O3
in gas
	full
	full
	full
	full

	
	conc.O3
in saline solution
	At a preparation stage
	Exact demanded value
	full Only one manufacturer in the world (Medozon, Russia)
	none

	
	
	During intravenous procedure
	Maintenance of exact value during all time of procedure
	none
	none

	Preparing of ozonated oil
	conc.O3
in gas
	full
	full
	full
	full

	
	conc.O3
in oil
	Calculation under the empirical formula
	full
	none
	none

	Preparing of ozonated water
	conc.O3

in gas
	full
	full
	full
	full

	
	conc.O3

in water
	full
	full
	Full Only one manufacturer in the world (Medozon, Russia)
	none

	Rectal and vaginal insufflation
	conc.O3

in gas
	full
	full
	full
	full

	
	flow
	full
	full
	full
	none

	
	volume
	full
	full
	Manual calculate
	none

	Processing by ozone of a surface of a skin in plastic containers
	conc.O3

in gas
	full
	full
	full
	full

	
	flow
	full
	full
	full
	none

	
	volume
	full
	full
	Manual calculate
	none


	Advantages of ozonetherapeutical device  Bozon  in information support of the doctor in the course of performance of procedures of ozonetherapy

	
	Feature of 
Bozon-N device
	Features of the best world samples of devices for ozonetherapy

	The vocal help to the doctor about device operating modes
	is available
	none

	The vocal help about errors of the operator
	is available
	none

	The program control over a choice of parameters of procedure. Program prevention of use of operating modes of the hazardous to health patient
	is available
	none

	Possibility of an automatic choice of a mode of performance of procedures depending on a kind of diseases (the automated protocol of ozonetherapy) in case use Bozon-NK
	is available
	none

	The built in system of a database of case records of patients with search system in case use Bozon-NK
	is available
	none

	The built in system of a database of case records of patients with search system and possibility of storage of base on the Internet a server
	is available
	none

	The built in base of literary data about application ozonetherapy at treatment of diseases with search system (Russian, English and Spanish publications) 
	is available
	none

	On-line support through the Internet. A confidential ozone chat and a forum.
	is available
	none


